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Abstract 

We report the incorporation of magnetic particles into 

microfluidics for DNA diagnostics and discuss its 

advantages. Magnetic particles are transported using 
electroosmotic pumping to locations where they are held by 

a magnetic field. Annealing, ligation, and denaturation of 
oligonucleotides have been demonstrated on magnetic beads 
in microfabricated devices. The successful execution of 
these steps indicates the feasibility of isothermal nucleic acid 
amplification schemes using fluid cycling rather than 
thermal cycling. 

Introduction 

Fluid pumping used in most microfabricated devices 
results in the displacement of one solution with another at a 
particular location. As a result, chemical reactions have to 

be implemented along the channel flow, as demonstrated in 
microsystems using electroosmosis [1, 2]. Using this 
scheme, multi-step reactions such as DNA amplification are 
very difficult to execute unless the channel is unreasonably 
long. In addition, multiple side channels used to supply 
reagents will disturb the fluid flow system. To overcome 
these problems, we have incorporated magnetic particles into 

microfluidic systems. Sequential chemical reactions can 

take place on the surface of particles while the particles are 

held stationary by a magnetic field. The product of each step 

can be separated from undesired reagents simply by washing 
prior to the subsequent reaction. Fluid pumping does not 

displace the components on beads and multi-step reactions 
can be implemented at one location in a microfabricated 
device. 

Nucleic acid amplification technologies, e.g., 
polymerase chain reaction (PCR) and ligase chain reaction 
(LCR), have been demonstrated in microfabricated devices 
[3-6]. Work to date has consisted of miniaturizing 
macroscale tubes (-1 ml) into microscale chambers (-10 µI), 
hence most features of microfluidics have not been fully 

utilized. We have conceived of isothermal amplification 
approaches that take advantage of microfluidics. Unlike 
thermal cycling in the conventional amplification methods, 
fluid cycling can be used to execute denaturation, annealing, 
and ligation (LCR) or extension (PCR). These three steps 
in each cycle are carried out by introducing appropriate 

reagents rather than adjusting temperatures. The advantages 
of this approach include isothermal reactions, fast analysis, 

and other benefits enabled by miniaturization [7]. To show 

the feasibility, we have demonstrated individual, room­

temperature reaction of each step, and the combination of 

oligonucleotide annealing and ligation reactions in a 
microfluidic system. 

Experimental Section 

Devices and Fabrication. Figure I shows the layout 
of the devices used for oligonucleotide ligation reactions. 

The channels are about 50 µm wide and 20 µm deep. The 
devices were made of two 54 x 54 x 0.5 mm glass plates. 
The channels were defined in one plate using 
photolithography. The holes at the channel ends were made 
in the second plate and they provide access to channels [8]. 
A glass plate with channels and a plate with holes were 
laminated together using a modified anodic bonding method 
described previously [9]. The device was then assembled 
with a Plexiglas fixture that 1s used for solution 
introductions and electrical connections. 
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Figure 1. The layout of a device used for oligonucleotide 

ligation reactions. 

Apparatus. An apparatus with voltage controls and a 
microscope system was assembled in-house. A Fluke high 
voltage power supply (Model 412B, Seattle, WA) was 
connected to a chip device via a control system. The system 
consists of relays and electronics that 1s able to 
simultaneously deliver ten different voltages for 

electroosmotic pumping. The voltages and the relays were 
controlled by a computer with a program written in C 
language. An inverted fluorescence microscope (Olympus 
IX70, Melville, NY) with a CCD color camera (Optronics, 
Goleta, CA) was used for monitoring transport of magnetic 
particles and fluorescence measurements. The images of 
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beads and fluorescence were recorded on a VCR tape or 

acquired by an imaging software (MetaMorph, Universal 

Imaging, Hollis, NH). 

Materials and Reagents. Corning 7740 (Pyrex) 

glass plates were purchased from Specialty Glass Products 

(Willow Grove, PA). Streptavidin-coated magnetic beads 

(Dynabeads® M-280) were procured from Dyna! Inc. (Oslo, 

Norway) and T4 DNA ligase was from New England 

BioLabs (Beverly, MA). All oligonuleotides were obtained 

from Operon Technologies (Alameda, CA) and their 

sequences are listed in Table I. The buffer used for ligation 

reactions consists of 50 mM tris-HCl at pH 7.8, 10 mM 

MgC!2, 10 mM DTT, and 1 mM ATP. A buffer solution

of pH 8.2 was prepared from 50 mM boric acid and 50 mM 

tris(hydroxymethyl) aminomethane (tris) (BioRad, Hercules, 

CA). All other chemicals are of reagent grade and all 

solutions were prepared in water from Milli-Qplus water 

system (Millipore, Bedford, MA). All solutions were 

filtered before use with a Millipore 0.22 µm membrane filter 

unit. 

Table 1. Sequences of oligonucleotides used in reactions. 

LCRA 5' -PTTGTGCCACGCGGTTGGGAATGT 

(24-mer) A-3'

LCRB 5' -AGCAACGAATGTTTGCCCGCCAGT 

(26-mer) TG-3' 

LCRTEMP 5' -XCTGAA TTACA TTCCCAACCGCGT 

(60-mer) GGCACAACAACTGGCGGGCAAACAG 

TCGTTGCTGATT-3' 

mActin-4 5' -FrGTGGA TCAGCAAGCAGGAGTAC 

(30-mer) GATGAGT-3'. 

mActin-8 5' -XACTCA TCGT ACTCCTGCTTGCTG 

(30-mer) ATCCACA-3'. 

Note: P, X, and F stands for phosphate, biotin, and 

tluorescein groups, respectively. 

Labeling and Gel Electrophoresis. The samples 

collected from the device were concentrated with seeDNA 

according to manufacturer's protocol (Amersham, Arlington 

Heights, IL). T4 kinase (New England BioLabs) and y-P33
-

ATP (DuPont NEN, Boston, MA) were used to radioactively 

label oligonucleotides. Samples were then analyzed on a 

I 2%C polyacryamide slab gel. The gel electrophoresis was 

performed under denaturing conditions in 8 M urea. The gel 

was dried and scanned using a phosphor imaging system 

(Storm 840, Molecular Dynamics, Sunnyvale, CA). 

Results and Discussions 

Bead Manipulation. Magnetic particles have been 

extensively used for the preparation, separation, and 

detection of biological molecules such as DNA, mostly 

because of their efficiency, simplicity, and low cost. We 

have applied biomagnetic techniques in microfabricated 

devices to perform sample preparation for DNA diagnostics, 

including capture of Escherichia coli using affinity beads and 

lysis of bacterial cells to extract DNA onto beads [10]. The 

transportation, localization, and manipulation of magnetic 

particles have been reproducibly performed in chips. 

Electroosmotic pumping was exploited to transport 

magnetic particles and a permanent magnet was used to hold 

them. Figure 2 shows magnetic beads that were 

electroosmotically pumped to the chamber where the beads 

were captured by a magnet. Various types of particles have 

been examined using a range of pumping buffers. 

Dynabeads® are very reliably pumped in 50 mM tris-borate 

buffer at pH 8.2. 

Figure 2. Dynabeads® (2.8 µm diameter) were 

electroosmotically pumped through a 50 x 150 µm channel 

into the chamber and then captured by a magnet. The 

chamber is 1 mm square with the depth of 50 µm. 500 V 

was applied to the channel, with an end-to-end distance of 38 

mm. 

Annealing. Oligonucleotide probes need to hybridize 

with the template in order to be ligated by ligase. The 

annealing step was first demonstrated in a chip device by 

mixing beads with reagents (data not shown). Briefly, beads 

attached with a template (mActin-8) were introduced into the 

device using electroosmotic pumping and a magnet was used 

to hold the beads near the reaction chamber. After the 

accumulation of a certain number of beads, a tluorescently­

labelled probe (mActin-4) was pumped through these beads. 

The probe was expected to hybridize to the template because 

of their complementary sequences. After pumping a wash 

buffer through the beads, fluorescence on beads indicated the 

annealing of the probe on the template. The annealing 

between LCRTEMP and fluorescently labeled LCRA had 

also been confirmed in a chip before we pursued ligation 

reactions. 

Ligation Reactions. Oligonucleotide ligation reactions 

were performed in the device shown in Figure I. The 

reservoirs were filled with reagents as indicated. All steps 

involved in ligation reactions are schematically shown in 

Figure 3. Magnetic beads carrying a template (LCRTEMP) 

were pumped from the reservoir to the chamber by applying 
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a voltage between the bead reservoir and the waste well. 

These beads were localized and accumulated in the chamber 

by a magnet. Two oligonucleotide probes (LCRA and 
LCRB) with complementary sequences to the template were 

then introduced into the chamber and hybridized with the 
template on beads. T4 DNA ligase in the ligase buffer was 

then pumped into the chamber and the enzyme ligated two 

hybridized probes. After the completion of the ligation, 

tris-borate buffer was pumped to wash non-specifically 

adsorbed oligonucleotides to waste. The magnet was then 

released and beads with ligated probes were transported to the 

product we]) by pumping the buffer again. The collected 

samples were denatured and radioactively labeled off-chip, 

fol)owed by the analysis using gel electrophoresis. The gel 

electrophoregram in Figure 4 shows the presence of ligation 

products on the beads. The ligation yield is approximately 

25% based on the intensities of oligo and ligated probe 
bands. 

a. Template is attached to streptavidin-coated beads.

•-----

b. Two oligos anneal to the template.

•f--------

c. Ligase enables ligation of oligos.

•--------

Figure 3. The protocol of oligonucleotide ligation 

reactions using DNA T4 ligase. 

-- Template (60-mer) 

·-- Ligated probes (50-mer)

,�•�···
·
•· --Oligos (24/26-mer)

Figure 4. Gel electrophoregram showing ligation 

products on the beads. Lane 1: standard ( 1 fmol LCRA and 

1 fmol LCRTEMP); Lane 2: empty lane; Lane 3: waste 

well; Lane 4: product well. 

Denaturation. Denaturation of double-stranded DNA is 

the step to produce single-stranded DNA that can be used as 

a template for the hybridization of complementary 
oligonuleotide probes. The method used in conventional 

LCR (or PCR) is to heat the double-stranded DNA to a 

temperature near boiling. We employed 0.1 M NaOH rather 

than heating to denature DNA in the fluid cycling scheme. 

Electroosmotic pumping of NaOH was achieved by 

alternately transporting a plug of NaOH and a buffer [11]. 

Figure 5 shows the denaturation of an oligonucleotide probe 

(mActin-4) from a template (mActin-8) in a microfabricated 

device. The template was attached to beads via streptavidin­

biotin conjugation. The fluorescently-Iabelled probe was 

annealed to the template in an Eppendorf tube. The beads 

with this double-stranded DNA were introduced into the 

device using electroosmotic pumping and a permanent 

magnet held the beads at a designated site. The top picture 

of Figure 5 shows a plug of fluorescent beads in the main 
channel of the device in Figure 1. After NaOH solution was 

electroosmotically pumped through the plug of beads, we 

observed the disappearance of fluorescence on beads, as 

shown in the bottom picture of Figure 5. This result 

indicates denaturation of DNA by NaOH. 

Figure 5. The room temperature denaturation of 

oligonucleotides using 0. 1 M NaOH in a microfabricated 

device. (top) A plug of beads carrying a template mmealed 

with a jluorescently-labelled oligonucleotide was electro­

osmotically pumped into the device and held in place by a 

magnet. (bottom) The same plug of beads shows little 

fluorescence after the denaturation step. 

Conclusion 

The advantages of using magnetic particles in 

microfluidic systems and heterogeneous chemical reactions 

between solid and liquid phases have been demonstrated. 

Many existing biomagnetic applications could be transferred 

to microscale to take advantage of miniaturization [ 12]. 

The success of on-chip oligonucleotide annealing, ligation, 
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and denaturation reactions indicates the feasibility of 

microfluidics-enabled amplification schemes. However, 

many challenges, such as the reaction yield, remain to be 

addressed. 

Although radioactive labeling and gel electrophoresis 

were used as an analytical method to verify our approach, 

multi-probe hybridization will be the detection method of 

choice in the final device. 
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