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ABSTRACT 

Geometrically complex NiFe components are deposited from a 
well characterized electrolyte using a custom designed plating 
apparatus. Structural and compositional features of plated parts are 
investigated using scanning electron microscopy (SEM) and 
energy dispersive x-ray spectroscopy (EDS). Results show that 
high rate, high yield electroplating of magnetic NiFe parts is 
possible through optimization of fundamental LIGA manufacturing 
principles. 

INTRODUCTION 

Many LIGA manufactured MEMS incorporate soft magnetic 
materials such as electroplated NiFe as mechanical microactuators 
[1,2]. The magnetic properties of electroplated NiFe are dictated 
by the composition and structure of the deposit which, in turn, are 
primarily determined by electrolyte mixing at the cathode surface 
and the applied current density during plating. Control of these 
processing variables on three length scales (i.e. workpiece, pattern 
and feature) is essential for successful plating of geometrically 
complex NiFe components with uniform magnetic properties. 
While much work has been devoted to optimization of through­
mask plating of uniform NiFe deposits for use in magnetic data 
storage devices [2], this previous research has generally focused on 
plating through relatively thin photoresist masks ( < 5 µm). With 
the increased interest in fabrication of much thicker, high aspect 
ratio magnetic components there exists a clear need for 
development of a manufacturing process for these types of 
materials. In this study, we report on the development and 
continual optimization of a high rate, efficient LIGA 
manufacturing process for fabrication of soft magnetic NiFe 
components. To achieve this goal, we have addressed three 
fundamental issues : I. Formulation and characterization of a NiFe 
plating bath; 2. Design and fabrication of a wafer-scale ·plating 
apparatus and 3. Design and fabrication of a well conceived 
PMMA pattern. 

To assess and optimize the LIGA manufacturing process, NiFe 
microgears -200 µm thick and 1200 µm in diameter were 
galvanostatically plated onto a Si/Ti/Cu substrate through a 
patterned PMMA mask using a custom designed plating device 
developed in our lab. These microgear components serve as a 
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process test bed for proprietary magnetic actuator designs. Growth 
and composition uniformity within individual parts and across the 
wafer were studied using scanning electron microscopy (SEM) in 
conjunction with energy dispersive x-ray spectroscopy (EDS). 
Results from the composition and deposit growth analysis are used 
to probe the effects of local mixing and current distribution during 
plating and to investigate effects of process modifications. Based 
on our studies, a LIGA manufacturing process has been developed 
capable of plating NiFe components at least 200 µm thick at rates 
exceeding 50 µm/hr with minimal yield loss due to deposit defects. 

EXPERIMENT AL DETAILS 

A nickel sulfamate/iron chloride plating bath capable of high rate 
NiFe plating was developed to operate at room temperature and pH 
= 3.00 [3]. The bath was comprised of nickel and iron salts (Ni:Fe 

molar ratio= 20: 1), boric acid, sodium saccharin, sodium dodecyl 
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Figure 1. Schematic representation of the e lectroplating 

device. Operation with U2R<<l results in uniform convective 
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patterned cathode. 
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sulfate and ascorbic acid. To determine the effects of electrolyte 
agitation and applied current density on alloy composition, NiFe 
films were electroplated onto a platinum rotating ring-disk 
electrode using a range of current densities and electrolyte mixing 
rates. Composition of the resulting deposits was determined using 
potentiostatic stripping voltammetry, a well known electroanalytic 
technique commonly used to determine the composititn of 
electroplated alloys [4]. Relationships b�tween electrolyte 
agitation rate, applied current density and deposit composition for 
the plating bath were determined for alloys plated at current 
densities ranging from -20 to -100 mA/cm2 and convective mass 
transfer coefficients ranging from 0.0015 to 0.013 cm/s (i.e. from 
weak to very strong agitation). 

A wafer-scale electroplating apparatus was fabricated based on the 
design of the uniform injection cell (UIC) and is shown 
schematically in Fig. I [S, 6]. Proper operation of the UIC ensures 
uniform current distribution and electrolyte mixing at the 
workpiece length scale. NiFe microgears were electrodeposited 
from the nickel sulfamate/iron chloride plating bath onto a 
Si/Ti/Cu substrate through a patterned PMMA mask. To minimize 
the effects of current crowding at the edges of the patterned 
features, PMMA masks were designed such that individual 
patterned parts were closely packed [7]. A typical masked pattern 
measured I. I x 1.6 cm and contained nearly 150 individual 
microgear parts. Plating gears to a thickness in excess of 200 µm 
typically required between four and seven hours, depending on the 
current density used. After plating, the microgears were first 
planarized (while still confined within the mask) and then the 
PMMA was removed from the wafer. While still attached to the 
wafer, structural and compositional features of the plated 
microgears were studied using SEM and EDS. 

RESULTS AND DISCUSSION 

Figure 2 illustrates the relationships between plating current 
density (j), electrolyte mixing strength (k) and deposit composition 
(XFe) as determined from characterization of the plating bath. The 
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Figure 2. Effect of electrolyte mi:ang strength on the 

composition of NiFe electroplated at -20 (0), -60 (Ll) and 
-JOO ( OJ mA/cm2. Plating at high current densities and/or
with weak electrolyte mixing (i.e. small k) produces deposits
with a high nickel concentration.

figure shows that deposit compos1t1on is quite sens1t1ve to 
variations in applied current density and electrolyte agitation. 
These data illustrate that through proper control of j and k, 
engineered NiFe alloys of various compositions can be 
electroplated from the bath. Additionally, the figure shows that 
there are a number of different sets of plating conditions that can 
be employed to deposit any one desired alloy composition. For 
example, to deposit an alloy that is 28 mo!% Fe, one can 
electroplate at either -20, -60 or -100 mA/cm2, as long as adequate 
and well controlled electrolyte mixing is provided. While the 
results in Fig. 2 were determined using an unmasked, planar 
electrode, the same XFe<i, k) relationships are applicable to plating 
composition controlled, 3-dimensional MEMS components. 

Figure 3 is an SEM micrograph showing electroplated permalloy 
(nominally Ni81 Fe 19) microgears 240 µm thick and 1200 µm in 
diameter before release from the wafer. Microgears shown in this 
figure were plated at -60 mA/cm2, corresponding to a deposit 
growth rate of ca. 65 µm/hr. In many gears plated using an early 

Figure 3. Scanning electron micrograph of electroplated 
permalloy microgears before release from the Si/Ti/Cu substrate. 
A plating rate of 65 µmlhr has been achieved using the plating 
apparatus shown in Fig. 1. The arrow points to a pit defect 
caused by gas evolution and entrapment during plating. 

version of the UIC, gas evolution and entrapment resulted in 
creation of pit defects as indicated by the arrow in Fig. 3. This gas 
entrapment led to poor product yield in initial studies. Subsequent 
UIC design modifications have all but eliminated the problem and 
part yields are now close to 90%. 

Even though the UIC provides uniform mixing and current 
distribution at the workpiece, composition uniformity in plated 
microgears is affected by non-uniformities in electrolyte mixing 
and current density on the feature length scale. Figure 4 is an EDS 
composition map of a typical plated microgear in which dark 
shading represents relatively higher concentration of nickel. The 
figure shows subtle composition variation across the entire gear. 
Since current crowding at the tip of the gear teeth and near the hub 
of the gear results in relatively higher local current densities in 
these areas, such non-uniformity should lead to an overall higher 
(and roughly uniform) nickel concentration in these regions, as can 
be deduced from Fig. 2. However, it appears that local variations 
in electrolyte agitation within the gear (in the form of strong eddy 
mixing) results in bands of low nickel concentration as illustrated 
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Figure 4. Composition map of the micro gear shown in the 

boxed region of Fig. 3. Darker shading represents areas 

of relatively higher nickel concentrations. The map was 

created using energy dispersive x-ray spectroscopy. 

by the light regions in Figs. 4 and 5. To m1mm1ze 
compositionvariation within plated gears, we have modified the 
UIC to improve current density uniformity at the pattern scale and 
are currently developing a plating bath that is less sensitive to the 
electrolyte agitation conditions. 

CONCLUSIONS 

By addressing and optimizing the fundamental aspects of LIGA 
manufacturing, we have made significant progress toward 

development of an electroplating process for high throughput, high 
yield manufacturing of MEMS magnetic components. Through 
careful formulation and characterization of a plating bath and the 
design and fabrication of a wafer scale plating device, we have 
realized a JO-fold increase in NiFe part throughput. Current 
studies are focusing on minimization of composition variation 
within plated parts through the systematic investigation of local 
current distribution and electrolyte mixing characteristics on the 
feature length scale. 
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Figure 5. Composition map and x-ray energy spectra of the microgear tooth shown in the boxed area of Fig. 4. Local 

variation in composition results from feature-scale current density non-uniformities and flow effects within the pattern. 
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