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ABSTRACT

The formation of various nanoporous silicon membranes,
their usage for the solid electrolyte in silicon-based direct formic
acid fuel cells compatible with silicon micro-fabrication
technology, and an improved fuel cell design for higher power
output is reported in this presentation.

INTRODUCTION

Recently there has been considerable interest in the
development of micro fuel cells for portable electronic devices due
to their advantages over conventional batteries, including rapid
recharging and much higher stored energy density. Micro-
fabricated fuel cells using silicon are particularly promising for
power generation for MEMS and IC devices. Among many options
of fuel, pioneering work in our research group has demonstrated
that direct formic acid fuel cells with novel electro-catalysis are
interesting for micro power generation [1].

A solid electrolyte membrane that is compatible with standard
silicon processing is crucial. Although perfluorinated polymer
membranes like Nafion® are widely used in proton exchange
membrane fuel cells, they are not compatible with standard silicon
microfabrication techniques. One can fabricate silicon-based
miniature fuel cells by sandwiching a Nafion® membrane between
two silicon chips [2], but the Nafion® membrane will shrink and
swell in response to their environment. This drawback can fail
practical operation of silicon devices with Nafion® membranes.
Previous work in our research group has shown that nanoporous
silicon membranes exhibit properties comparable to Nafion®

membranes for usage as solid electrolyte membranes [3].
Primitive micro fuel cell models based on nanoporous silicon
membranes have been designed, fabricated, and tested [4].
However, the power output of the devices in our previous work
was limited to below the useful range. Similar concept for
nanoporous silicon based micro fuel cells was proved to work
independently by another research group [5], but the reported
performance also left significant room for improvement. This
paper presents further improvement and investigation of
microfabricated direct formic acid fuel cells based on nanoporous
silicon compared to our previous work reported in [4].

EXPERIMENTAL DETAILS

The fabrication process for porous silicon membranes is
illustrated in Figure 1. Starting with n-type, highly antimony doped
silicon wafer, silicon nitride film was deposited by LPCVD and
patterned as mask for both KOH etching (Figure 1, A to D) and
nanopore formation (Figure 1, E). Nanopores were formed by
electrochemical etching of silicon substrate in ethanolic

hydrofluoric acid solution using three different anodic current
densities. Reactive ion etching on silicon substrate backside was
applied to open up nanopores on the backside (Figure 1, F). Micro
fuel cells with structure illustrated in Figure 2 were fabricated as
follows. Cathode electrode was formed by painting one side of
nanoporous silicon surface with a catalyst ink consisting of w.t.
5% Nafion solution, millipore water, and platinum nanoparticles.
Anode electrode was formed by painting the other side with a
similar catalyst ink consisting of same solvent but with palladium
nanoparticles. Current collector was formed by sputtering a gold-
palladium alloy thin film on top of the catalyst film and painting
gold ink at the edge of catalyst film. Performance tests were
carried out in ambient air without pumping neither fuel to anode or
gas to cathode.

Figure 1. Fabrication process of nanoporous silicon membrane.
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Figure 2. Micro fuel cell structure.

RESULTS AND DISCUSSIONS

Figure 3 is the picture of a micro fuel cell based on
nanoporous silicon membrane compared to a penny coin. The
effects of nanoporous silicon thickness, nanopore size (depending
on the pore formation current density), and formic acid
concentration on micro fuel cell performance were studied, as
shown in Figures 4 to 9.

Using 5 M formic acid with 0.5 M sulfuric acid as the fuel,
polarization curves (in Figure. 4) show that micro fuel cell with
150 �m thick nanoporous silicon produced higher open cell
voltage of 0.7 V than those with the other two thickness (50 �m
and 100 �m). It can be seen that the thinner nanoporous silicon
was used, the lower open cell voltage was obtained. It is possible
that fuel crossover from anode to cathode increased as nanoporous
silicon thickness decreased, and lowered the open cell voltage.
Figure 5 shows the power density curves of the three micro fuel
cells and the one with 100 �m thick nanoporous silicon produced
the highest peak power density among the three.

It has been reported that for nanoporous silicon produced
from n-type silicon substrate, pore size increases with current
density used to form the pores [6]. To investigate the pore size
effect on the miniature fuel cell performance, three different
current densities of 20, 40, and 80 mA/cm2 were used to produce
various nanoporous silicon with same thickness of 100 �m.

Figure 3. Picture of a miniature fuel cell based on nanoporous
silicon.

Figure 4. Fuel cell polarization curves with three different
nanoporous silicon thickness.

SEM (scanning electron microscopy) images of nanoporous
silicon prepared using different current densities are shown in
Figures 10 and 11. In nanoporous silicon made using current
density of 20 mA/cm2 or 40 mA/cm2, a spongelike structure was
observed throughout the substrate. But in nanoporous silicon
made using 80 mA/cm2, nanopore structure changed from
spongelike (near the top region) to treelike (near the bottom
region), as can be seen from Figure 11. This structural change was
possibly due to electrolyte concentration gradient along the
nanopores during pore formation. It can be seen that nanopore size
in treelike structure was larger than that in spongelike structure.

The effect of nanopore size on fuel cell performance can be
seen in Figures 6 and 7. Micro fuel cell with nanoporous silicon
made using 40 mA/cm2 produced higher open cell voltage than the
other two. Under the same operation voltage, micro fuel cell with
nanoporous silicon made using 80 mA/cm2 produced higher
current density and also higher peak power density.

For miniature fuel cells with 100 �m thick nanoporous
silicon, three fuel solutions with different formic acid
concentrations of 1 M, 5 M, and 9 M were used to test the fuel cell
performance. All the fuel solutions contain 0.5 M sulfuric acid.
The results are shown in Figures 8 and 9.

Figure 5. Fuel cell power density curves with three different
nanoporous silicone thickness.
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Figure 6. Fuel cell polarization curves with three different
nanopore formation current densities

From Figure 8, it can be seen that open cell voltage decreased
as formic acid concentration increased. It was possibly caused by
increase in fuel crossover to cathode side. Micro fuel cell
performance suffered fuel transport limit more significantly when
using 1 M formic acid than when using 5 M and 9 M, as can be
seen from the more rapid drop of current density output. And this
rapid drop of current density output contributed to lower power
density output when using 1 M formic acid than the other two fuel
concentrations, as shown in Figure 9.

CONCLUSIONS

From the above results, using 5 M formic acid with 0.5 M
sulfuric acid as fuel, 100 �m thick nanoporous silicon produced
using the highest current density in this study (80 mA/cm2) gave
the best micro fuel cell performance in general. Factors such as
fuel crossover, proton conductivity, and fuel transport limit were
proposed to explain these observations. The fuel cell peak power
density reached 94 mW/cm2 at current density level of 314
mA/cm2 when fuel cell voltage being 0.3 V. This power output is
three times of that reported in our previous work [4].

Figure 7. Fuel cell power density curves with three different
nanopore formation current densities

Figure 8. Fuel cell polarization curves with three different
formic acid concentrations (100 �m thick nanoporous silicon)

Figure 9. Fuel cell power density curves with three different
formic acid concentrations (100 �m thick nanoporous silicon)
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Figure. 10. SEM pictures of nanoporous silicon made using
(a) 20 mA/cm2 and (b) 40 mA/cm2 (scale bar length: 90 nm).

Figure. 11. SEM pictures of nanoporous silicon made using
80 mA/cm2 (a) top region, (b) bottom region (scale bar length: 120
nm for (a) and 150 nm for (b)).
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