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ABSTRACT 
In this work, micromachined silicon nanoporous membranes 

(MSNM) are introduced as a means for removing endotoxin from 
water for medical uses. MSNM with critical pore dimensions of 35 
nm and 42 nm and a 0.2 μm syringe filter were challenged with 
feed solutions containing endotoxin activities of around 20,000 
EU/mL. MSNM filters showed a reduction in endotoxin activities 
by 2 to 3 orders of magnitude. 
 
INTRODUCTION 

Endotoxins are are lipopolysacharide fragments from the 
outer cell membrane in Gram-negative bacteria that are known to 
cause septic shock, tissue injury, and death in organisms [1]. As 
such, it is critical for the endotoxin levels in medical solutions to 
be minimized. For intravenous (IV) use, the limit of acceptable 
endotoxin presence has been set by the United States at 0.25 
endotoxin units (EU) per mL. Previous work in endotoxin removal 
has focused on methods based on size exclusion [2], charge 
exclusion [3], and adsorption [3-4]. Ceramic filters are attractive 
for endotoxin removal because of their ability to withstand the 
harsh environments employed during cleaning [5]. Ceramic filters 
generally have a wide pore size distribution based on their method 
of manufacture. With endotoxin levels of 1000 EU/mL in the feed 
solution, these filters are capable of reducing endotoxin activity in 
the filtrate to IV use specifications in dead-end filtration, but not 
when used in cross-flow filtration applications [5]. Cross-flow 
filtration is desirable for many applications because it generally 
extends filter lifetime by reducing filter fouling. 

 
DEVICE DESCRIPTION 

Micromachined silicon nanoporous membranes (MSNM) 
with monodispersed pore size distributions of the type shown in 
the schematic of Fig. 1 are an attractive alternative to ceramic 
filters for size-exclusion based endotoxin removal. Like ceramic 
membranes, MSNM are chemically, mechanically, and 
biologically stable [6]. The membranes are made of polysilicon 
films that are deposited on nitride-coated (100) Si wafers. Standard 
Si micromachining techniques combined with Si thermal oxidation 
can be used to produce nanopore membranes with very tight 
tolerances on pore dimensions and distribution; the critical 
dimensions of all pores varying by only 5% [7]. MSNM are 
currently of interest as size-exclusion based filters for use in renal 
replacement applications [8]. Based on previous work in molecular 
sieving, we hypothesize that MSNM can deliver superior 
functionality and performance over conventional size-exclusion 
based filtration technologies since the pore geometries are more 
tightly controlled [9]. 

 
Figure 1: Cross-sectional schematic of a MSNM used in this study. 
Pores are formed by selective removal of a sacrificial oxide that is 
thermally grown on the sidewalls of a patterned polysilicon film. 

EXPERIMENTAL 
In this study, MSNMs of the type shown in Fig. 2 with pore 

sizes of 35 nm and 42 nm and a commercially-available 0.22 μL 
syringe filter were evaluated for their effectiveness in endotoxin 
removal. Using the apparatus shown in Fig. 3, a mixture composed 
of 1 mL concentrated endotoxin solution and 100 mL of filtered DI 
water was circulated by a peristaltic pump in a closed circuit from 
the liquid reservoir past the MSNM chip in a cross-flow 
orientation. The filtrate was collected in a sterile microcenterfuge 
tube. For each filter, three 1 mL samples of filtrate and three 1 mL 
samples of the feed solution were collected, though only one feed 
sample for the syringe filter was tested for endotoxin activity. In 
addition, 1 mL samples of filtered DI water and endotoxin-free 
water were collected for comparison purposes. After collection, the 
samples were sent to Nelson Labs (Salt Lake City, UT) to 
determine endotoxin levels. The test employed for EU 
quantification was the LAL kinetic turbidimetric test which had a 
range of 0.005 EU/mL to 5 EU/mL. If the filtrate had an endotoxin 
content greater than the available range, serial dilutions were 
performed until a reading could be made. 

 

 
 

Figure 2: Images of a micromachined silicon nanoporous 
membrane chip: a) An optical image of an entire chip.  b) An SEM 
of the top surface of the membrane which illustrates the width of 
the nanopores. c) A cross-sectional SEM of a nanoporous 
membrane which illustrates the length of the nanopores. d) A 
close-up cross sectional view showing an individual nanopore. At 
this magnification, the pore height (the critical dimension) can be 
measured (42 nm in this case). 
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Figure 3: Schematic diagram of the experimental setup used to 
evaluate the MSNM filter chips. Pressure is applied to a liquid 
reservoir that contains the feed solution. The pressurized feed 
solution is circulated past the MSNM chip by a peristaltic pump.  
Filtrate is collected in a sterile microcenterfuge tube. The MSNM 
is mounted in a cross-flow filtration. 
 
RESULTS  

Table 1 summarizes the measured endotoxin levels for all 
samples. Both MSNM chips were capable of dramatically reducing 
the endotoxin levels, whereas the syringe filter did not appreciably 
reduce endotoxin levels. Although the endotoxin levels in the 
MSNM filtrate were not at levels suitable for IV use, the endotoxin 
levels in the feed solutions were more than 100x higher than those 
found in typical tap water (125 EU/mL) [10]. The extremely high 
endotoxin level in the feed solution was chosen to provide high 
contrast between the feed solution and filtrate. A comparison of 
endotoxin in the filtrate with that in the feed as a function of pore 
size is shown in Fig. 4. These data suggest that pore sizes below 30 
nm are required to achieve filtrate that meets IV standards when 
feed stock with high endotoxin concentrations is used. MSNM 
with pore sizes below 10 nm are readily achievable and evaluation 
of these membranes is currently underway.   

 
Table 1: Endotoxin levels in the feed solution and filtrate.  
Uncertainties for endotoxin level measurements are +100%/-50%. 
 

MSNM-35 
Feed (EU/mL) Filtrate (EU/mL) 

22000 390 
21000 15 
19000 9.7 

MSNM-42 
Feed (EU/mL) Filtrate (EU/mL) 

23000 61 
25000 80 
23000 16 

SYRINGE 
Feed (EU/mL) Filtrate (EU/mL) 

24000 22000 
  17000 
  26000 

Other Data 
DI Water (EU/mL)  Endotoxin-Free Water (EU/mL) 

0.12 <0.005 

 
 
 

 
 

Figure 4: Measurement of endotoxin activity in the filtrate relative 
to endotoxin activity in the feed solution as a function of MSNM 
pore size.  By comparison, a 0.22 μm syringe filter did not exhibit 
any endotoxin rejection. 
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