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ABSTRACT 

This paper presents modeling and experimental results of 
untethered flight of stereo-lithographically printed MEMS 
microfliers propelled by radiometric forces. Analysis of the physics 
behind radiometric microscale flight is presented, followed by 
detailed experimental results. The present work further enhances our 
understanding of the underlying principles of these microflier 
designs as well as demonstrates methods to build designs using 3-D 
stereo-lithography. This paper verifies that the perimeter and not the 
surface area of the flier is the key factor in determining the force 
experienced during flight. Despite differences in underlying 
physics, similar preference (perimeter over surface area) is observed 
in biological microscale flight.  

 
INTRODUCTION 

Microrobotics is a new field entailing the development of 
microscale robotic systems, i.e. robotic devices with dimensions on 
the order of tens or hundreds of micrometers. Due to recent advances 
in micro electro mechanical systems (MEMS), this last decade has 
seen the development of several novel microscale mobile robotic 
systems. These systems include devices such as electrostatically 
driven stress-engineered microrobots (MicroStress-Bots) [1], 
resonating stepping magnetic robots [2], stick-slip magnetic walkers 
[3], rolling magnetic walkers [4], microscrew-based swimmers [5], 
and biologically-propelled swimmers [6]. Despite the successful 
development of several mobile microrobotic systems, untethered 
aerial microrobots with a maximum size of one millimeter cubed 
have not yet been successfully developed.  

While successful aerial microrobots have not been developed 
in the past, the concept of microscale aerial nodes is not a new idea. 
Microscale surveillance nodes floating in the air was proposed (but 
never implemented) as early as in the mid 1980's [7]. Microscale 
levitating gyroscopes have been implemented using magnetic [8] 
and electrostatic [9] forces, but these structures are constrained to 
reside in well-defined sites above a substrate. Radiometric levitation 
of microstructures has been also proposed and theoretically 
analyzed [10]. Recently, untethered flight of surface micromachined 
structures powered by radiometric forces [11, 12] have been 
demonstrated. These MEMS microfliers are 300µm × 300µm × 
1.5µm in size and are actuated by a temperature gradient from 
microfabricated heaters situated underneath them. Movies of 
representative flight experiments for radiometric microfliers can be 
found here [13].  

However, in order to fully investigate the physics of microscale 
flight, design parameters must be explored that make the use of 
traditional surface micromachining difficult. The microfliers 
discussed in this paper have been fabricated using 2-photon 
polymerization, allowing potentially unrestricted 3D geometry. The 
devices are lighter than their surface-micromachined counterparts, 
and have achieved untethered flight to a distance of several mm, 
reached heights of up to a 1 mm above the substrate, and velocities 
of up to 10 mm/s. An in-depth analysis of the radiometric forces, 
combined with our experiments, provides evidence that the overall 
perimeter of the flier, rather than its surface area, is the key factor 
affecting its thrust. This result seems to further be corroborated by 
the flight surfaces of microscale insects found in nature.  

Future aerial microrobots, if successfully developed, have 

many applications in areas such as microscale payload delivery, 
radar deflection, and medicinal and sensing. 
 
RADIOMETRIC MICROFLIER ACTUATION 

Radiometrically powered microscale flight is achieved by the 
use of thermal transpiration effect, which is a force generated by a 
thermal gradient in the air surrounding the microflier. The thermal 
transpiration effect is caused by momentum transferred from the 
impact of faster moving gas particles on the underside of the 
microflier as shown in Fig 1. If the thermal gradient is oriented in 
the vertical direction, the thermal force F may counteract the force 
due to gravity, propelling the microflier upwards. Higher 
momentum of gas particles below the microflier is achieved by a 
heating the underside gas particle using a MEMS micro-heater. 

  

 
Fig. 1. The mechanism of actuation of microfliers using thermal 
transpiration effect. 
 
Previous analytical treatments of the radiometric force have been 
performed by Einstein [14], Maxwell [15], and others. These 
treatments have been expanded on recently by Scandurra [16], 
where relationship for the net force on a thin plate in a thermal 
gradient was derived. In Scandurra’s paper the force is divided into 
two components: the shear and normal components. These 
components are combined into a single formula (1): the force 
generated by the thermal transpiration effect: 
 

𝐹𝑟 = −𝑙 ∙ ∆𝑇
(2𝛼𝜆−𝛼𝜏−4𝜆)

𝜎2𝜏

15𝑘

𝜋64 √2
  .                      (1) 

 
In Eq. (1), α is the thermal accommodation coefficient of the 

surrounding air to the material, k is the Boltzmann constant, τ is the 
thickness of the plate, ∆T is the difference in temperature between 
the top and bottom of the plate, ⋋ is the mean free path of the 
surrounding gas, σ is the radius of the surrounding gas, and l is the 
length of the perimeter around the edge of the plate. A key 
observation that can be made is that in (1), the force produced is 
directly proportional to the perimeter of the plate. 

The following corollary is proposed based on Scandurra’s 
radiometric force analysis for thin plates based in equation (1): 
 
Corollary 1: Given two microfliers with the same horizontal cross-
sectional area but different perimeters, assuming all other factors 
remain the same, the microflier with the larger perimeter 
experiences greater radiometric force, i.e. 𝐹𝑟 ∝ 𝑙. 
 
Measuring forces at the microscale is challenging. Instead of 
directly measuring the force, the vertical and horizontal distance 
travelled by the microflier can be analyzed. This is assuming that a 
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higher actuation force leads to a greater vertical and horizontal travel 
distance. Using this, Col. 1 is extended for the horizontal distance 
travelled by the microflier: 
 

𝐷ℎ ∝ 𝐹𝑟 ∝ 𝑙, 
 

where 𝐷ℎ is the horizontal distance covered by the microflier. We 
designed microfliers and experiments to test Col 1. 
 
MICROFLIER DESIGN 

To show that the perimeter is an important factor in the 
radiometric force, microfliers were designed with similar horizontal 
cross-sections and varying perimeters. Two microfliers (Flier A and 
B) were designed with the perimeter of the one twice that of the 
other, respectively. Fig. 2 shows the CAD models of the microfliers 
with 4 wings (Flier A) and 16 wings (Flier B) which has twice the 
perimeter of 4-wing (Flier A). Other parameters for the two designs 
are given in Tab 1.  
 

 
Fig. 2. CAD models of (a) 4 winged and (b) 16-winged 3D printed 
microfliers. 
 
Tab. 1. Microfliers’ features with horizontal surface area of 26000 
µm2 and 𝜌 (density) = 1370 kg/m2 

Type Wings Perimeter 
(µm) 

Volume 
(m3) 

Weight 
(nN) 

Flier A 4 1516 7.44e-14 0.9988 
Flier B 16 3135 7.10e-14 0.9532 

 
FABRICATION 

Previously reported silicon microfliers used stress-engineering 
to angle the wings such that in-flight stability is ensured. In this 
work, two photon lithography is used in an additive manufacturing 
process to fabricate our microfliers.  

Multiphoton lithography is a technique for creating small 
features in a photosensitive material without the use of complex 
optical systems or photomasks [17]. Multi-photon lithography has 
been successfully used in the Nanoscribe Photonic Professional GT 
tool for 3D microprinting and maskless lithography. Fig. 3 shows 
the scanning electron micrograph (SEM) of the designs for Flier A 
and B using stereolithography.  

 

 
Fig 3. SEM Pictures of 4 wing (Flier A) and 16 winged (Flier B) 
stereolithograpically printed microfliers. 

 
Two photon absorption [18] is the simultaneous absorption of 

two or more photons in order to excite a molecule from a ground 
state to a higher excitation state. Two photon absorption has a 
general advantage over single-photon absorption in the fact that its 
resolution has a quadratic dependence on the intensity. The intensity 
level is just enough to polymerize the photoresist which acts as the 
basic material for microstructures created by this process. For 
creating MEMS microfliers, a stereolithography technique enables 
creation of a large variety of microflier geometries, enabling the 
evaluation of the effects of flier geometry on flight performance. 
This in turn enabled the investigation of the hypothesis from Col 1. 
 
EXPERIMENTAL RESULTS 

Experiments were conducted to test our hypothesis presented 
in Col 1. For this experiment, the 3-D printed microfliers were 
transferred to MEMS heaters. The heaters were fabricated from 
polycrystalline silicon using a surface micromaching foundry 
process [18] on a die with 10 nm of chrome metal deposited to 
increase the conductivity.  

 

 
Fig. 4. Isothermal profile around the MEMS heater. Microflier flight 
path normal to the isothermal contour is indicated by the arrow and 
superimposed CAD model. 

 
Fig 4 presents the isothermal contours around the heater as 

generated by FEA model. In all the experiments, the microflier is 
observed to fly normal to the isothermal contours. 

For each experiment, a single microflier was placed at the 
center of a heater. A high speed optical camera (Basler Ace 
acA2040-180kc) connected to a microscope recorded the flight at a 
frame rate of 620 fps. Fig. 5 show flight sequences of a 4 wing and 
16 wing microflier captured using the high speed optical camera 
during the activation of the heater. The location of the microflier is 
highlighted in red. Fig 6 shows a 16-wing microflier take-off imaged 
using FLIR infra-red imaging, indicating that the heater reaches a 
temperature of above 700 °C as the flier is propelled upwards.  

 

 

Fig. 5. Image sequences of a representative untethered flight of a 4-
wing (top) and 16 wing (bottom) microfliers captured by high-speed 
optical camera at 620 fps.  
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Fig. 6. Take-off of 3D printed microflier captured using FLIR 
thermal camera at 480 fps.  
 
Flight profiles 

The vertical and horizontal distance covered by the flier during 
flight was extracted by comparing the high-speed camera frames to 
a set of images taken of the microflier at known reference heights. 
The error to estimate the height of these flights increases with 
increasing height which is shown with respect to the error bar at the 
each point. A total of five flight profiles for each of the flier types 
(Flier A and B) were extracted. 

Five representative flight trajectories for 4-winged (Flier A) 
and 16-winged (Flier B) microfliers are shown in Figs 7 and 8, 
respectively. The flight profiles indicate a tendency for increase in 
the horizontal and vertical distance traveled by the 16-winged 
microflier compared with the 4-winged microflier, as suggested by 
Col 1.  

 

 
Fig 7. Flight profiles for five representative experiments with 4-
winged microfliers. 

 

 
Fig. 8. Flight profiles for five representative experiments with 16-
winged microfliers. 

 
According to our hypothesis, it was presumed that a larger 

force is experienced with a greater perimeter and hence a larger 
vertical or horizontal flight distance. The extracted experimental 

data was used to generalize our hypothesis to a larger population of 
microfliers. 

A sampled dataset of fifteen experimental data points for each 
design is used to test the hypothesis. The statistical data for both 
microflier experiments are summarized in Tab 2.  
 
Tab 2. Statistical analysis of the microfliers’ horizontal flight 
distance as observed from 15 experiments for two types of 
microfliers. 

Statistics 4-Winged 
Microflier 

16-winged 
Microflier 

Mean 315.15 426.45 

Standard Dev 65.54 94.60 

Confidence interval 95% 36.29 52.39 
  
Statistical t-test for fifteen samples was performed with a 95% 

confidence interval. Fig 9, shows the resulting 95% confidence 
intervals of the data for the 4 winged and 16-winged microfliers. A 
paired t-test was used to reject the null hypothesis, up to the 
confidence of 98.25%, suggesting that Flier A and B indeed fall into 
different distributions with respect to distance flown. It can be 
therefore inferred that the perimeter plays an important role in 
thermal flight performance of stereo-lithographically printed 
MEMS microfliers, confirming Col 1.  
 

 
Fig. 9. 95% confidence interval of horizontal distance travelled by 
two sets of 15 microfliers indicates statistically significant 
differences between their flight performances.  
 
Biomimetic Significance 

Although diametrically different in the physical underpinnings 
of the forces experienced by our radiometrically powered 
microfliers to the forces experienced by microscopic flying insects, 
a convergence to the same underlying geometry can be observed.  
Fig. 10 shows the body and wing designs of a recently discovered 
parasitic wasp [19]. The unusual wing structure consisting of fringes 
(setae) favoring large perimeter, can be observed.  A simple analysis 
of laminar flow across the wings’ surface at varying scales (ranging 
from micrometer to cm sized) suggest that the flow in between the 
gaps of these wings is very small relative to the flow outside of the 
gaps at the micrometer scales and at low Reynolds numbers. As the 
relative scale is increased, more flow is observed in-between the 
fringes.  

Although it is unclear at this point the exact convergence 
between the microflier geometries and the wing geometries of the 
microflying insects, despite the differences in the underlying 
physical mechanisms, perhaps the similarities in the shear molecular 
flow across both sides of the wings is an explanation as to this 
biomimetic coincidence, warranting further investigation.   
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Fig. 10. (top) (a) Tinkerbella Nana parasitic wasp (b) 2D FEM 
model of the fringes, approximately based on cross section as shown 
(bottom) Simplified 2D Finite Element Model laminar flow of 
parasitic wasp wing fringes at different scales. Arrow indicates the 
air-flow. 

 
CONCLUSIONS 

This paper presents an analysis of the underlying forces that 
govern radiometrically-powered MEMS microfliers, develops 
designs based on this understanding using 3-D stereo-lithography, 
and presents experimental flight profiles extracted using high-speed 
microscopy. In particular, two microflier designs were tested 
experimentally and analysis of the results corroborate the theory that 
the perimeter of the microflier as opposed to the horizontal cross 
section area is the key factor determining the radiometric forces 
experienced by the microfliers.  

The results indicate similar preference to what is found in 
nature with respect to flight surfaces of microscale insects. This is 
surprising, as microscale insects use a different underlying 
mechanism to generate lift, however it is possible that microfluidic 
behavior involving gaseous flow at the microscale leads to the 
emergence of this common feature, warranting further investigation 
of this phenomenon. 
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